
Vertical Uplift1
Vertical Uplift1

Joist Size Ref. No. W H D A Qty Type Qty Type 100% 115% 100% 115%

  JL24   LU24 20 1-9/16 3 1-1/2 15/16 4 10d 2 10d x 1 1/2 970 460 689 327

  JUS24   LUS24 18 1-9/16 3-1/8 1-3/4 1 4 10d 2 10d 1595 960 1132 682

  JL26   LU26 20 1-9/16 4-3/4 1-1/2 15/16 6 10d 4 10d x 1 1/2 1430 915 1015 650

  JUS26   LUS26 18 1-9/16 4-13/16 1-3/4 1 4 10d 4 10d 2855 2100 2027 1491

  HUS26   HUS26 16 1-5/8 5-7/16 3 2 14 16d 6 16d 5480 3625 3891 2574

  HD26   HU26 14 1-9/16 3-1/2 2 1-1/8 4 16d 2 v 1975 545 1402 387

  HD28   HU28 14 1-9/16 5-1/4 2 1-1/8 8 16d 4 10d x 1 1/2 2720 1555 1931 1104

  JL26   LU26 20 1-9/16 4-3/4 1-1/2 15/16 6 10d 4 10d x 1 1/2 1430 915 1015 650

  JL28   LU28 20 1-9/16 6-3/8 1-1/2 15/16 10 10d 6 10d x 1 1/2 2120 1665 1505 1182

  JUS26   LUS26 18 1-9/16 4-13/16 1-3/4 1 4 10d 4 10d 2855 2100 2027 1491

  JUS28   LUS28 18 1-9/16 6-5/8 1-3/4 1 6 10d 4 10d 2855 2100 2027 1491

  HUS26   HUS26 16 1-5/8 5-7/16 3 2 14 16d 6 16d 5480 3625 3891 2574

  HUS28   HUS28 16 1-5/8 7-3/16 3 2 22 16d 8 16d 7115 4840 5052 3436

  HD28   HU28 14 1-9/16 5-1/4 2 1-1/8 8 16d 4 10d x 1 1/2 2720 1555 1931 1104

  HD210   HU210 14 1-9/16 7-3/16 2 1-1/8 12 16d 4 10d x 1 1/2 3820 1555 2712 1104

  JL28   LU28 20 1-9/16 6-3/8 1-1/2 15/16 10 10d 6 10d x 1 1/2 2120 1665 1505 1182

  JL210   LU210 20 1-9/16 8-1/4 1-1/2 15/16 14 10d 8 10d x 1 1/2 3070 2065 2180 1466

  JUS210   LUS210 18 1-9/16 7-3/4 1-3/4 1 8 10d 4 10d 2855 2100 2027 1491

  HUS28   HUS28 16 1-5/8 7-3/16 3 2 22 16d 8 16d 7115 4840 5052 3436

  HUS210   HUS210 16 1-5/8 9-3/16 3 2 30 16d 10 16d 9025 6035 6408 4285

  HD210   HU210 14 1-9/16 7-3/16 2 1-1/8 12 16d 4 10d x 1 1/2 3820 1555 2712 1104

  JL210   LU210 20 1-9/16 8-1/4 1-1/2 15/16 14 10d 8 10d x 1 1/2 3070 2065 2180 1466

  JUS210   LUS210 18 1-9/16 7-3/4 1-3/4 1 8 10d 4 10d 2855 2100 2027 1491

  HUS210   HUS210 16 1-5/8 9-3/16 3 2 30 16d 10 16d 9025 6035 6408 4285

  HD210   HU210 14 1-9/16 7-3/16 2 1-1/8 12 16d 4 10d x 1-1/2 3820 1555 2712 1104

  HD212   HU212 14 1-9/16 9-1/4 2 1-1/8 16 16d 6 10d x 1-1/2 4545 2005 3227 1424

  JUS24-2   LUS24-2 18 3-1/8 3-7/16 2 1 4 16d 2 16d 1580 610 1122 433

  HD24-2   HU24-2 14 3-1/8 3-1/2 2-1/2 1-1/8 4 16d 2 10d 1535 535 1090 380

  HUS24-2   -- -- 14 3-1/8 3-7/16 2 1 4 16d 2 16d 2130 935 1512 664

  JUS26-2   LUS26-2 18 3-1/8 5-1/4 2 1 4 16d 4 16d 2000 2550 1420 1811

  HD24-2   HU24-2 14 3-1/8 3-1/2 2-1/2 1-1/8 4 16d 2 10d 1535 535 1090 380

  HUS26-2   HUS26-2 14 3-1/8 5-1/4 2 1 4 16d 4 16d 2130 2095 1512 1487

  HD26-2   HU26-2 14 3-1/8 5-1/8 2-1/2 1-1/8 12 16d 6 10d 3430 2685 2435 1906

  JUS26-2   LUS26-2 18 3-1/8 5-1/4 2 1 4 16d 4 16d 2000 2550 1420 1811

  JUS28-2   LUS28-2 18 3-1/8 7-1/8 2 1 6 16d 4 16d 3240 2550 2300 1811

  HUS26-2   HUS26-2 14 3-1/8 5-1/4 2 1 4 16d 4 16d 2130 2095 1512 1487

  HUS28-2   HUS28-2 14 3-1/8 7-1/8 2 1 6 16d 6 16d 3795 3405 2694 2418

  HD26-2   HU26-2 14 3-1/8 5-1/8 2-1/2 1-1/8 12 16d 6 10d 3430 2685 2435 1906

  HD28-2   HU28-2 14 3-1/8 7-1/8 2-1/2 1-1/8 14 16d 6 10d 4675 2685 3319 1906

  JUS28-2   LUS28-2 18 3-1/8 7-1/8 2 1 6 16d 4 16d 3240 2550 2300 1811

  JUS210-2   LUS210-2 18 3-1/8 9-1/8 2 1 8 16d 6 16d 5170 3735 3671 2652

  HUS28-2   HUS28-2 14 3-1/8 7-1/8 2 1 6 16d 6 16d 3795 3405 2694 2418

  HD28-2   HU28-2 14 3-1/8 7-1/8 2-1/2 1-1/8 14 16d 6 10d 4675 2685 3319 1906

  HUS210-2   HUS210-2 14 3-1/8 9-1/8 2 1 8 16d 8 16d 5185 4165 3681 2957

  HD210-2   HU210-2 14 3-1/8 9 2-1/2 1-1/8 18 16d 10 10d 7215 4435 5123 3149

  JUS210-2   LUS210-2 18 3-1/8 9-1/8 2 1 8 16d 6 16d 5170 3735 3671 2652

  HUS210-2   HUS210-2 14 3-1/8 9-1/8 2 1 8 16d 8 16d 5185 4165 3681 2957

  HD210-2   HU210-2 14 3-1/8 9 2-1/2 1-1/8 18 16d 10 10d 7215 4435 5123 3149

  HUS212-2   HUS212-2 14 3-1/8 11-1/8 2 1 10 16d 10 16d 6345 5765 4505 4093

  HD212-2   HU212-2 14 3-1/8 11 2-1/2 1-1/8 22 16d 10 10d 7215 4435 5123 3149

  3 x 4   HD34   HU34 14 2-9/16 3 2 1-1/8 4 16d 2 10d x 1 1/2 1975 545 1402 387

  3 x 6   HD36   HU36 14 2-9/16 4-3/4 2 1-1/8 8 16d 4 10d x 1 1/2 2720 1555 1931 1104

  HD36   HU36 14 2-9/16 4-3/4 2 1-1/8 8 16d 4 10d x 1 1/2 2720 1555 1931 1104

  HD38   HU38 14 2-9/16 6-3/4 2 1-1/8 12 16d 4 10d x 1 1/2 3820 1555 2712 1104

  1) The uplift values are for short-term loads such as wind and earthquake. For standard term loads divide the values by 1.15.
  2) 10d x 1-1/2 nails are 9 gauge (0.148ý diameter) by 1-1/2ý long.
  3) Minimum nail embedment shall be 1-1/2ý for 10d nails and 1-5/8ý for 16d nails.
  4) 16d sinkers (9 gauge x 3-1/4ý long) may be used at 0.84 of the table load where 16d commons are specified.
  5) The factored resistance is derived as directed in Canadian Standard CAN/CSA-086-01.
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Vertical Uplift1
Vertical Uplift1

Joist Size Ref. No. W H D A Qty Type Qty Type 100% 115% 100% 115%

  JUS310   LUS310 18 2-9/16 9-1/8 2 1 8 16d 6 16d 5170 3735 3671 2652

  HD38   HU38 14 2-9/16 6-3/4 2 1-1/8 12 16d 4 10d x 1 1/2 3820 1555 2712 1104

  HD310   HU310 14 2-9/16 7-7/16 2-1/2 1-1/8 14 16d 6 10d x 1 1/2 7215 2005 5123 1424

  HD38   HU38 14 2-9/16 6-3/4 2 1-1/8 12 16d 4 10d x 1 1/2 3820 1555 2712 1104

  HD310   HU310 14 2-9/16 7-7/16 2-1/2 1-1/8 14 16d 6 10d x 1 1/2 7215 2005 5123 1424

  HD312   HU312 14 2-9/16 9-5/16 2-1/2 1-1/8 16 16d 10 10d x 1 1/2 7215 2005 5123 1424

  3 x 16   HD316   HU316 14 2-9/16 13-5/16 2-1/2 1-1/8 24 16d 10 10d x 1 1/2 7215 2005 5123 1424

  JUS26-3   LUS26-3 18 4-5/8 4-1/2 2 1 4 16d 4 16d 2000 2550 1420 1811

  HD26-3   -- -- 14 4-5/8 4-3/8 2-1/2 1-1/8 12 16d 6 10d 3430 2685 2435 1906

  JUS26-3   LUS26-3 18 4-5/8 4-1/2 2 1 4 16d 4 16d 2000 2550 1420 1811

  JUS28-3   LUS28-3 18 4-5/8 6-3/8 2 1 6 16d 4 16d 3240 2550 2300 1811

  HD26-3   HU26-3 14 4-5/8 4-3/8 2-1/2 1-1/8 12 16d 6 10d 3430 2685 2435 1906

  HD28-3   -- -- 14 4-5/8 6-3/8 2-1/2 1-1/8 12 16d 6 10d 4675 2685 3319 1906

  JUS28-3   LUS28-3 18 4-5/8 6-3/8 2 1 6 16d 4 16d 3240 2550 2300 1811

  JUS210-3   LUS210-3 18 4-5/8 8-3/8 2 1 8 16d 6 16d 5170 3735 3671 2652

  HD28-3   -- -- 14 4-5/8 6-3/8 2-1/2 1-1/8 12 16d 6 10d 4675 2685 3319 1906

  HD210-3   HU210-3 14 4-5/8 8-1/4 2-1/2 1-1/8 18 16d 10 10d 7215 4435 5123 3149

  JUS210-3   LUS210-3 18 4-5/8 8-3/8 2 1 8 16d 6 16d 5170 3735 3671 2652

  HD212-3   HU212-3 14 4-5/8 10-1/4 2-1/2 1-1/8 22 16d 10 10d 7215 4435 5123 3149

  JUS44   LUS44 18 3-5/8 3-1/4 2 1 4 16d 2 16d 1580 610 1122 433

  HD44   HU44 14 3-9/16 3-5/16 2-1/2 1-1/8 4 16d 2 10d 1535 535 1090 380

  JUS46   LUS46 18 3-5/8 5 2 1 4 16d 4 16d 2000 2550 1420 1811

  HUS46   HUS46 14 3-5/8 5 2 1 4 16d 4 16d 2130 2095 1512 1487

  HD46   HU46 14 3-9/16 4-15/16 2-1/2 1-1/8 12 16d 6 10d 3430 2685 2435 1906

  JUS46   LUS46 18 3-5/8 5 2 1 4 16d 4 16d 2000 2550 1420 1811

  JUS48   LUS48 18 3-5/8 6-7/8 2 1 6 16d 4 16d 3240 2550 2300 1811

  HUS46   HUS46 14 3-5/8 5 2 1 4 16d 4 16d 2130 2095 1512 1487

  HUS48   HUS48 14 3-5/8 7 2 1 6 16d 6 16d 3795 3405 2694 2418

  HD46   HU46 14 3-9/16 4-15/16 2-1/2 1-1/8 12 16d 6 10d 3430 2685 2435 1906

  HD48   HU48 14 3-9/16 6-7/8 2-1/2 1-1/8 14 16d 6 10d 4675 2685 3319 1906

  JUS48   LUS48 18 3-5/8 6-7/8 2 1 6 16d 4 16d 3240 2550 2300 1811

  JUS410   LUS410 18 3-5/8 8-7/8 2 1 8 16d 6 16d 5170 3735 3671 2652

  HUS48   HUS48 14 3-5/8 7 2 1 6 16d 6 16d 3795 3405 2694 2418

  HD48   HU48 14 3-9/16 6-7/8 2-1/2 1-1/8 14 16d 6 10d 4675 2685 3319 1906

  HUS410   HUS410 14 3-5/8 8-7/8 2 1 8 16d 8 16d 5185 4165 3681 2957

  HD410   HU410 14 3-9/16 8-13/16 2-1/2 1-1/8 18 16d 10 10d 7215 4435 5123 3149

  JUS410   LUS410 18 3-5/8 8-7/8 2 1 8 16d 6 16d 5170 3735 3671 2652

  HD48   HU48 14 3-9/16 6-7/8 2-1/2 1-1/8 14 16d 6 10d 4675 2685 3319 1906

  HUS410   HUS410 14 3-5/8 8-7/8 2 1 8 16d 8 16d 5185 4165 3681 2957

  HD410   HU410 14 3-9/16 8-13/16 2-1/2 1-1/8 18 16d 10 10d 7215 4435 5123 3149

  HUS412   HUS412 14 3-5/8 10-7/8 2 1 10 16d 10 16d 6345 5765 4505 4093

  HD412   HU412 14 3-9/16 10-13/16 2-1/2 1-1/8 22 16d 10 10d 7215 4435 5123 3149

  1) The uplift values are for short-term loads such as wind and earthquake. For standard term loads divide the values by 1.15.
  2) 10d x 1-1/2 nails are 9 gauge (0.148ý diameter) by 1-1/2ý long.
  3) Minimum nail embedment shall be 1-1/2ý for 10d nails and 1-5/8ý for 16d nails.
  4) 16d sinkers (9 gauge x 3-1/4ý long) may be used at 0.84 of the table load where 16d commons are specified.
  5) The factored resistance is derived as directed in Canadian Standard CAN/CSA-086-01.
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Factored Resistance (Lbs.)5
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  (3) 2 x 6

  (3) 2 x 8

  (3) 2 x 10

  (3) 2 x 12

  4 x 4
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